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VSTRAP®
(SEE PRODUCT SPECIFICATIONS)

WIRE OR GUYING LINE, TYP.
14G WIRE OR ORIGINAL TREESTRAP
GARDEN-TIE® ¥,

PATENT #US 6,708,446 B2

INSTALLATION NOTES:

THE INGENIOUS VSTRAP® POCKET, IS CREATED BY
PROPER INSTALLATION OF THIS TREE COLLAR. SIMPLY
OPEN THE STRAP, PLACE AROUND TREE AND JOIN
GROMMETS ON OPEN ENDS TOGETHER, AND WIRE TO
STAKE. THE DESIGN OF THE VSTRAP® PROTECTS YOUNG,
FRAGILE PLANT MATERIALS FROM WIND STRESS AND
OVER-STAKING BY THE INSTALLER. THE VSTRAP® IS
UNIQUELY DESIGNED TO SATISFY MULTIPLE STAKING
REQUIREMENTS. JUST A FEW MOMENTS OF INSPECTION
WILL YIELD A WEALTH OF INSTALLATION VARIATIONS. THIS
IS A MOST VERSATILE GUYING COLLAR.

SPECIFICATIONS FOR VSTRAP®
POLYPROPYLENE (NON-STRETCH)
RECOMMENDED for 5 cm, 2” caliper tree
COLOR: Beige

WIDTH: 2.5 cm, 1"

LENGTH: 23 cm, 9"

BREAK STRENGTH: 90 kg, 200 Ibs
WEIGHT: .042 kg, 1.5 oz each
GROMMETS: 3/#1 BRASS

SPECIFICATIONS FOR 3700
SERIES BIODEGRADABLE
VSTRAP®

COTTON

RECOMMENDED for 5 cm, 2” caliper tree
COLOR: Green / Natural (OD)
WIDTH: 2.5 cm, 1"

LENGTH: 23 cm, 9"

BREAK STRENGTH: 147 kg, 325 Ibs
WEIGHT: .042 kg,1.5 oz each
GROMMETS: 3/#1 BRASS

Meets USGBC V4 bd.c
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